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Parcel Glide® Silicone Lubricant, 15 Fl Oz
No. 03139 | Item# 1003415 | Case# 1003414

Product Description An NSF registered H1, silicone spray. It forms a colorless,
odorless, non-staining film that lubricates and protects
mail parcel machines.

Applications Recommended to lubricate mail parcel machines.

Unit Package Description 16 Ounce Non-Aerosol Spray Can

Brand CRC

Generic Description 1 Silicone Lubricant

Net Fill 15 Fl Oz

UPC Code 078254031392

Unit Dimensions 9.38H x 2.75W x 3.75D in

Units Per Case 12

Case Dimensions 11.1H x 8.3W x 11.1D in

Cases Per Pallet 95

Case Weight 11 lbs

I 2 of 5 Code 30078254031393

Appearance Water-White Liquid

Base Type Silicone

Flash point (F) <0°F

Flash point (C) <-18°C

Flammability Class - CPSC Extremely Flammable

Spec Gravity Concentrate 0.66

Plastic Safe Safe on Most Plastics (Test small area)

Film Type Silicone

Film Thickness Not Determined

Evaporation Rate Fast

Dielectric Strength 350 Volts/Mil

Working Temp (F) -40 to 400°F

Working Temp (C) -40 to 204.4°C
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NSF Category Code H1

NSF Number 141104

DOT Proper Shipping Name Hexane Mixture, Limited Quantity

VOC % (Consumer Product
def)

97

VOC g/L (Consumer
Product def)

649.3

VOC lbs/gal (Consumer
Prod def)

5.4

VOC Category Not Regulated (Single Purpose Lubricant)

Removal (How To) Hydrocarbon Solvent


