
Last revised: 2/12/2020
Page 1 of 2

Extreme Duty Silicone, 283 Grams
No. 73030 | Item# 1006145 | Case# 1006144

Product Description Silicone fluid with superior lubrication and temperature
viscosity characteristics. Use on all metallic and non-
metallic surfaces. Reduces friction and galling even on
metal-to-metal contact areas.

Applications Plant conveyors, guides and rails, mold release agents,
vending machines, electric motors and rollers and sliding
mechanisms

Unit Package Description 16 Ounce (473 ml) Aerosol

Brand CRC

Generic Description 1 Premium Grade Silicone Lubricant

Net Fill 283 Grams

UPC Code 078254730301

Unit Dimensions 19.69H x 6.68W x 6.68D cm

Units Per Case 12

Case Dimensions 20.57H x 21.08W x 28.19D cm

Cases Per Pallet 133

Case Weight 4.99 kg

I 2 of 5 Code 30078254730302

Appearance Clear Colorless Liquid

Base Type Silicone

Flash point (F) <0°F

Flash point (C) <-18°C

Flammability Class - CPSC Extremely Flammable

Spec Gravity Concentrate 0.6699

Plastic Safe Safe on Most Plastics (Test small area)

Film Type Dry Film

Film Thickness Not Determined

Evaporation Rate Fast

Dielectric Strength Not Determined

Working Temp (F) 400°F
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Working Temp (C) 204.4°C

Propellant HFC-152a

NSF Category Code H2

NSF Number 154084

Aerosol Flammability Level III

DOT Proper Shipping Name Aerosols, Flammable, Limited Quantity

Restricted from Sale In: Not for sale in United States.

Removal (How To) Mineral Spirits


